NATIONAL SYNCHROTRON LIGHT SOURCE
SAD RISK ASSESSMENT

APPENDIX 4
SYSTEM: Building 725 activities
SUBSYSTEM: Personnel safety
HAZARD: Material Handling

HAZARD IMPACT:

Dropped or shifted loads as the result of improper use of a crane could result in severe injury or death to a
worker or a passerby.

RISK ASSESSMENT PRIOR TO MITIGATION:

Consequence LI High IXIl Moderate [l Low [ ]IV Routine
Probability A Frequent [ ID Remote

XIB Probable [IE Extremely Remote

[]C Occasional L IF Impossible
Risk Category X1 High L]l Moderate L1l Low ]IV Routine

MITIGATING FACTORS

e **Personnel, both workers and passersby, are protected from the hazards associated with material
handling as follows:

e Only trained and qualified personnel allowed to use cranes
e Cranesare locked to prevent unauthorized use
e Cranes are inspected as required by Subject Areato assure proper opesting condition

RISK ASSESSMENT FOLLOWING MITIGATION:

Consequence LI High Xl Moderate L1 Low ]IV Routine
Probability L]A Frequent XID Remote

[ B Probable [IE Extremely Remote

[]C Occasional LIF Impossible

Risk Category LI High ]Il Moderate X Low [ ]IV Routine



